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•	Performance proven since 1994 with zero Platon related leaks 
reported

•	“Stand alone” system
•	Easily installed over oxidised, wet or dirty block
•	Bridges 1/4'' gaps
•	No temperature or weather restrictions

Follow instructions for concrete foundations
•	Caulk must be foam compatible E.G. Foam panel adhesive 
•	Screw into the ICF web or fastening point instead of using  

concrete nails 
•	Speedclips - use the fastening hole that best lines up with the  

ICF web.
•	Speedstrips can be screwed into each web anywhere in the 			    

“Fastening Area”.
(Tip – A collated screw gun speeds installation)

To transition from Platon to exposed foam:
•	Apply galvanized metal lath - screw into the ICF webs
•	Lath covers exposed foam and extends 2'' or more over the Platon 
•	Parge lath with mortar mix typically used on foundations
	 Dirt can not get behind the Platon so caulk is not required

 Brick ledges on ICF foundations usually protrude 
from the foundation. 

•	Fasten Platon to the vertical wall below the brick 
ledge protrusion. 

•	Apply a “peel and stick” waterproofing membrane 
to cover the protrusion and horizontal brick ledge, 
extending both up the wall behind the brick and 
over the top of the Platon
 Follow “peel and stick” manufacturers instructions 
for surface preparation and temperature restrictions

It is nearly impossible to find a leak in an ICF foundation without destroying the foam – do it right the first time with Platon

Finished Grade

Wire
Lath Mortar

Platon is IDEAL on Insulated Concrete Forms
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Lifts the floor off damp, cold concrete and allows the concrete to breathe
SEAMLESS HDPE barrier protects floor coverings from slab moisture for a floor that is comfortable, healthy, warm and dry.

Its like having an “above grade” floor !

Step 1
• Remove existing floor coverings
• Level low areas if required
• Clear organic debris

Step 2
• Unroll first strip of Platon DIMPLES DOWN
• Cut to length
• Cut off smooth tab

Step 3
• Install second strip of Platon
• Smooth tab overlaps 2 rows of dimples 
  on adjacent strip.
• Tape seam with “housewrap” tape

Step 4 - A
• Laminate underpad and flooring is installed 
  directly over Platon 
• Outperforms “dampproof” underpad
Follow Laminate manufacturers instructions

Step 4 - B
• Other floor coverings require a “load spreading 
  sheet”or subfloor (Minimum 7/16'' OSB)
• Fit and lay the subfloor panels on the Platon
• Fasten to the concrete around room perimeter
• Also fasten where there is vertical movement

Notes
• Fasten with concrete screws or masonry nails
• Non load bearing walls may be framed on the  
  subfloor
• Install your choice of floor covering following 
  manufacturers “above grade” instructions

PLATON SUBFLOOR SYSTEM



Permanent Underslab Dampproofing

Platon, a tough, dimpled, 24 mil High-Density Polyethylene membrane, is impervious 
to both moisture and the high alkaline environment presented by concrete. With 
Platon as the dampproofing membrane, ground moisture is sealed off, giving total 
protection against damp damage and complete freedom of choice in floor coverings.

Commonly used builders polyethylene is easily damaged during concrete placement 
and has relatively low water vapor resistance. In the high alkaline environment cre-
ated by concrete and moisture, non-stabilized builders’ polyethylene becomes brittle 
and soon ceases to perform as dampproofing 

Installation
Platon membrane is installed with the  

dimples down.

Joints are sealed with butyl rubber  
“Roof and Gutter” caulk. Housewrap  

tape can be used to hold joints together  
until the floor is poured.

At walls, the edge of Platon membrane  
can be turned up so it is higher than  

the proposed floor thickness. It can be  
trimmed flush with the floor later if desired.

Reinforcing mesh and concrete are placed 
over the Platon membrane using standard 
placement procedures.

For radiantly heated floors, EPS foam is 
placed OVER the Platon membrane before 
the floor is poured.

The membrane is tough enough to walk on 
without puncturing it, but plank walkways 
should be used if transporting concrete over 
the membrane.

CertainTeed Corporation 
P.O. Box 860
Valley Forge, PA 19482

Professional: 800-233-8990 
Consumer: 800-782-8777 
www.certainteed.com
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